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Important Safeguards

To guard against injury, basic safety precautions 
should be observed, including the following: 

1. Read and follow all safety instructions and important 
notices in these instructions as well as on the product 
itself.

2. This product is not intended for use by children or 
infirm persons without supervision. Young children 
should be supervised to ensure that they do not play 
with the appliance.

3. Do not store or place the CO2 cylinder in direct 
sunlight or in temperatures exceeding 50°C.

4. Only use CO2 in well ventilated areas.

5. Do not use the product for reasons other than the 
intended use. The use of attachments that are not 
recommended or sold by the manufacturer may cause 
the product to be unsafe. This is not recommended.

6. Do not install or store the product where it will be 
exposed to weather or temperatures below freezing.

7. Make sure any component mounted on a tank is 
securely installed before operating it.

Read and follow all the instructions, even if you feel 
you are familiar with the product and find a place to 
keep the instructions handy for future reference. 
Your attention is drawn particularly to the sections 
concerning “IMPORTANT SAFEGUARDS” and the 
“GUARANTEE CONDITIONS”. Please ensure you 
retain your original purchase receipt in the event that 
guarantee service is required.

Carefully unpack the product making sure you keep all 
the packing material until all the parts of the product have 
been found and the product has been assembled.

This product is shipped to you in a factory sealed 
carton. Should the product malfunction in any way 
or if the unit is damaged and requires replacement, 
contact the retailer where the product was purchased 
for inspection.

This kit includes:
95g Disposable CO2 Cylinder with PVC Holder
Flow Regulator
3-in-1 Diffuser with check valve & bubble counter
1m Airline Hose
CO2 Permanent test Kit - Refer to product for 
instructions

Before First Use / 
Preparation

1. Flow Regulator 
2. CO2 Cylinder 
3. Cylinder Holder
4. 3-in-1 Diffuser, 
check valve & bubble 
counter
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Installation

1. Measure the required length of airline hose 
to reach from the side of the aquarium to 
where you intend to place the diffuser.

NOTE: The diffuser should be fully submerged 
and not located near an airstone. The lower 
the diffuser is in the aquarium, the greater the 
contact time between the CO2 bubble and 
water meaning more CO2 will dissolve.

2. Cut the airline in order to give sufficient 
length from the CO2 cylinder to the diffuser.

3. Screw the flow regulator onto the CO2 
cylinder. Ensure it is firmly tightened. Hand 
tight should be sufficient.

4. Attach one end of the airline to the air inlet 
of the diffuser. Attach the other end to the flow 
regulator. To do this, unscrew the collar on the 
flow regulator and slide it over the end of the 
airline. Press the airline firmly onto the nipple 
and replace the collar.

5. Place the CO2 cylinder into the cylinder 
holder and place it beside the aquarium or 
hang it on the side of the aquarium.

6. Connect the feed hose to the diffuser unit.

7. Remove the cap from the top of the diffuser 
and fill with aquarium water. Screw the cap 
back on.

8. Attach the diffuser to the inside of the 
aquarium glass using the suction cups near 
the substrate in an area of high water flow.

1. Slowly turn the valve on the flow regulator anti-
clockwise to open. If you wish to use a specific 
bubble rate, the bubbles can be seen inside the 
diffuser, below the ceramic diffuser plate. It is 
advisable to take note of the bubble rate in order to 
detect any changes in the operation of the unit as 
a result of lowering pressure in the CO2 cylinder.

2. After 24 hours, check the pH of the aquarium 
and adjust accordingly. Always monitor the pH of 
the aquarium. Dissolved CO2 will react with water 
and create carbonic acid and therefore will lower 
pH.

3. When replacing the cylinder, first ensure that 
the cylinder is empty. Turn the flow regulator off 
and then unscrew the cylinder from the regulator. 
Connect the new cylinder and follow the steps 
above to restart the unit. 

NOTE: The operating parameters will vary based 
on a number of factors including but not limited 
to, water flow, carbonate hardness and use of 
other pH reducing agents such as peat or sodium 
biphosphate.

Tips
- Place the diffuser in an area that has good 
water movement. Greater flow will mean that 
dissolved CO2 is moved quickly away from 
the diffuser allowing more to dissolve into the 
aquarium water.

- As this kit uses disposable cylinders, they 
cannot be re-filled and re-used. The disposable 
cylinders are made from recyclable material 
and therefore they should be disposed of with 
your household recyclables. Replacement 
cylinders are available from your local Aqua 
One dealer.

- If the diffuser becomes blocked, unscrew the 
cap and remove the ceramic diffuser plate. 
Soak the diffuser for 24 hours in vinegar and 
place back in the unit. If the diffuser remains 
blocked, replacement diffusers are available 
from your local Aqua One dealer.

Operating Instructions
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